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Termination
(L-Term)

EIA-709

Ethernet

- +12-35VVDC
Al 12-24 VAC

Status LEDs Connectors
0,5 - 2,5 mm? B | GREEN flashing fast Traffic on EIA-709 port 4 |EIA-709 input EARTH GND port 1
RED permanent EIA-709 port damaged 5 |EIA-709 input B port 1
1 RED flashing fast EIA-709 traffic overload 6 |EIA-709 input A port 1
‘ 8 c|GREEN PC connected 8 |Ethernet 10/100 BaseT (RJ45)
GREEN flashing Traffic from/to PC 15| Power supply input earth ground
ORANGE No DHCP configuration 16| Power supply input MINUS
RED Error detected 17| Power supply input PLUS
" A\ Do not connect to GND
D|GREEN Ethernet link 40|RS-232 interface (DB9 male)
E | GREEN flashing Ethernet traffic
G|GREEN Power
SN H|OFF Configured online Buttons
~ Euroclamp SH3-5.08 RED flashing Unconfigured a |Reset
RED Applicationless b |Press to identify in L-Config tool
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EIA-709

Ethernet

- +12-35VDC
Ao 12-24 VAC

Status LEDs

Connectors

B | GREEN flashing fast Traffic on EIA-709 port
RED permanent EIA-709 port damaged
RED flashing fast EIA-709 traffic overload

C|GREEN PC connected
GREEN flashing Traffic from/to PC
ORANGE No DHCP configuration
RED Error detected

D |GREEN Ethernet link

E | GREEN flashing Ethernet traffic

G|GREEN Power

H|OFF Configured online
RED flashing Unconfigured
RED Applicationless

4 |EIA-709 input EARTH GND port 1
5 |EIA-709 input B port 1

6 |EIA-709 input A port 1

8 |Ethernet 10/100 BaseT (RJ45)
15| Power supply input earth ground
16 |Power supply input MINUS

17 |Power supply input PLUS

A\ Do not connect to GND

40 |RS-232 interface (DB9 male)

Buttons

a |Reset
b | Press to identify in L-Config tool




