
Installation instructions

LVIS-ME212 Touch Panel 12.1”
LVIS-ME215 Touch Panel 15”

Instructions de montage
Montageanweisung
Montagevoorschrift

Instruzioni di montaggio
Instrucciones de montaje
Monteringsanvisning
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DIM 12.1” 15”
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250 295
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M 25 47.5
N 105 132.5

Dimensions in mm

Order Number:
 12.1”: LVIS-FRAME12
 15”: LVIS-FRAME15

Ø 4.5 mm

Theft Protection

P 50 46.7



PROTECTIVE EARTH MUST BE CONNECTED!
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DC only!

Connectors
POWER1 1 Power supply AC input
85-264 VAC 2 Power supply AC input
POWER2 3 Power supply DC input earth ground
24 VDC 4 Power supply DC input MINUS
 5 Power supply DC input PLUS
   do not connect PLUS to GND  
BACnet 6 Input GND
MS/TP 7 Input +
 8 Input -
EIA-485 9 Input GND
 10 Input +
 11 Input - 
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Buttons
RESET Reset
STATUS Send “I AM” message

Status LEDs
MS/TP GREEN flashing Traffic on BACnet MS/TP port
CNIP GREEN flashing Traffic on BACnet IP port
LINK GREEN Ethernet link
ACT GREEN flashing Ethernet traffic
ONLINE GREEN Node is online
PWR GREEN Power
STAT OFF Normal operation

CN/IP
MS/TP

4.5 lb-in/0.5 Nm 


