
Installation instructions

LSMI-804 SMI Interface

Instructions de montage

Montageanweisung

Montagevoorschrift

Instruzioni di montaggio

Instrucciones de montaje

Monteringsanvisning

LSMI-804
Made in Austria

N DO1 DO1 DO2 DO2 DO3 DO3 DO4 DO4

I+I+ I- I- I- I-I+I+

L-SMI
SMI Interface

SMI 1 SMI 2 SMI 3 SMI 4 USB

SMI 1 SMI 2 SMI 3 SMI 4

L

LOYTEC
www.loytec.com

SMI POWER ON/OFF
50/60 Hz
85-240VAC

16 motors 16 motors 16 motors 16 motors

13
89 10

0
60

107
112

[.
51

2]
[2

.3
62

]
[3

.9
37

]

[3
.5

04
]

[4.213]

[4.409]

max 50º C

min 0º C

0.?00 kg

10 - 90 %

kg

RH



Connectors
85-240 VAC 1 Input N Neutral
50/60Hz 2 Input L Line (max. 3W)
Output 3 Output DO1
SMI 1 4 Output DO1
Output 5 Output DO2
SMI 2 6 Output DO2
Output 7 Output DO3
SMI 3 8 Output DO3
Output 9 Output DO4
SMI 4 10 Output DO4
SMI 1 11 SMI I+
16 Motors 12 SMI I-
SMI 2 13 SMI I+
16 Motors 14 SMI I-
SMI 3 15 SMI I+
16 Motors 16 SMI I-
SMI 4 17 SMI I+
16 Motors 18 SMI I-
USB  Mini USB, connect to L-INX,
  L-GATE, L-DALI
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Serial number of the device

Date Code

1 2 3 4 5 6 7 8 9 10

11 12 13 14 15 16 17 18

2 poles: Weidmüller BLZP 5.08/02/180
8 poles: Weidmüller BLZP 5.08/08/180
4 poles: Weidmüller BLZP 3.50/04/180 

0.2 - 2.5 mm2

7

Weidmüller
BL 5.08

0.2 - 1.5 mm2

6

Weidmüller
BL 3.5
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It is not allowed to mix SMI and SMI-LoVo drives on SMI interface. 
If SMI-LoVo drives are installed please cut this label and attach it 
over the SMI logo on the device.

4.5 lb-in/0.5 Nm 


