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DIN TS35

s

0,5-2,5 mm?

L LINK
CN/'P 27 28 2930 3233 34 35 . p ACT
FTACT —— CONFIG
RESET \\O\O % 5 POWER
PROG ° ° STATUS
CHANNEL /./' ° SCN STATUS
ON/OFF/AUTO 20
DALI4 ACT
DALI3 ACT
DALI2 ACT —]
DALI1 ACT —
123456 7 8 9101112131415 17 24 25 26
Connectors
13[FT-10 Shield AL
14|FT-10 A
15|FT-10 B

17 |Ethernet 10/100 BaseT (RJ45)
24 |Power supply input EARTH GND
25| Power supply input MINUS

26 |Power supply input PLUS
Must NOT be connect to
EARTH GND

27|DALI Channel 4

28|DALI Channel 4

29 |DALI Channel 3

30|DALI Channel 3

32|DALI Channel 2

33|DALI Channel 2

34|DALI Channel 1

35|DALI Channel 1

40|RS-232 interface (DB9 male)

Buttons

FT-10 Ethernet

Status LEDs

T 12-35 VDC
~~12-24 VAC

DALI1 ACT, DALI2 ACT, DALI3 ACT, DALI4 ACT

GREEN flashing
RED flashing fast
RED permanent
ORANGE permanent

GREEN permanent

Traffic

Traffic with errors

No bus power-supply/
bus-power supply failed
Override to all off or
interface is selected
Override to all on

FTACT

GREEN flashing

‘ Traffic on FT port

0,5 -2,5 mm?

Euroclamp
SH3-5.08

N\

17 |Ethernet 10/100 BaseT (RJ45)
24 |Power supply input EARTH GND
25| Power supply input MINUS

26 |Power supply input PLUS
Must NOT be connect to
EARTH GND

27|DALI Channel 4

28|DALI Channel 4

29 |DALI Channel 3

30|DALI Channel 3

32|DALI Channel 2

33|DALI Channel 2

34|DALI Channel 1

35|DALI Channel 1

40|RS-232 interface (DB9 male)

Buttons

FT-10 Ethernet Vd

Status LEDs

PROG
ress ‘ Replace a broken ballast CN/P
pCHANNEL P GREEN flashing | Traffic on CEA-852 port
default All channels selected K
U N
press 1x | Channel 1 selected GREEN ‘ Ethernet link
press 2x | Channel 2 selected IPACT
press 3x | Channel 3 selected GREEN flashing ‘ Ethernet traffic
press 4x | Channel 4 selected CONEIG
ON/OFF/AUTO N N
press 1x | Switch all DALI devices on
press 2x | Switch all DALI devices off| POWER
press 3x | Auto mode GREEN ‘ Power
STATUS STATUS
press ‘ Send service pin message| |OFF ‘ Normal operation
efgedles
CN/IP 2728 2930 3233 3435 — LINK
—— IPACT
DIN TS35 FT ACT | CONFIG
RESET \\O\O g// o POWER
PROG ) ° STATUS
CHANNEL /./' ©R STATUS
ON/OFF/AUTO 40
DALI4 ACT
DALI3 ACT
DALI2 ACT —
DALI1 ACT —
123456 7 8 9101112131415 17 24 25 26
Connectors
13 Eklg ihield Termination ‘-
15|FT-10 B (L-Term)

-+ 12-35 VDC
~~12-24 VAC

DALI1 ACT, DALI2 ACT, DALI3 ACT, DALI4 ACT

GREEN flashing
RED flashing fast
RED permanent
ORANGE permanent

GREEN permanent

Traffic

Traffic with errors

No bus power-supply/
bus-power supply failed
Override to all off or
interface is selected
Override to all on

FTACT

GREEN flashing

‘ Traffic on FT port

PROG
ress ‘ Replace a broken ballast CN/P

pCHANNEL P GREEN flashing | Traffic on CEA-852 port
LINK

default All channels selected -

press 1x | Channel 1 selected GREEN ‘ Ethernet link

press 2x | Channel 2 selected IPACT

press 3x | Channel 3 selected GREEN flashing ‘ Ethernet traffic

press 4x | Channel 4 selected CONFIG

ON/OFF/AUTO ~ R

press 1x | Switch all DALI devices on

press 2x | Switch all DALI devices off| POWER

press 3x | Auto mode GREEN ‘ Power

STATUS STATUS
OFF ‘ Normal operation

press Send service pin message




