LDALI-3101-U L-DALI Controller

Installation instructions

Instructions de montage Instruzioni di montaggio
Montageanweisung Instrucciones de montaje
Montagevoorschrift Monteringsanvisning

A
Te)
|
A
max 50° C
ﬁ RH
min 0° C 10-90 %
N
A e -
I
0,300 kg E _‘ 2"
= 2 = 2 A
== - = S I —
[ A
f o
[ = e
] ‘ | 3| S| =

o
A
LT — \1 D v
\i

107
112

10
10

A A

DLOYTEC



DA+ DA1-

Oil——>
OffFF/—w

- oY
21h22 33h34
FT
STATUS
0 =
R RESET\ \
7
D STATUS LED
DISPLAY DIAL
LA
I o)
3 4
= — \1 D
0O
Buttons H H
STATUS | Status Button N
RESET | Reset Button . 85-240VAC
DIAL Turn-and-Push Dial 50/60 Hz
Connectors Status LED
POWER 3 | Input N, neutral line STATUS | OFF Unconfigured
INPUT GREEN In operation
85-240 VAC | 4 | Input L, phase line ORANGE In Manual / overwrite mode
50/60 Hz RED Error
FLASHING Traffic
TP/FT-10 19 | FT Input A
CEA-709 20 | FT Input B =3\
DALI 33 | PLUS ‘ﬁ 2 poles: Weidmiiller BLZP 5.08/02/180
Output 34 | MINUS 0.2 - 2.5 mm2
230mA _

——

—




35 mm x 7.5 mm DIN rail (EN 50022, BS 5584, DIN 46277-3)
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LOYTEC electronics GmbH
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