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Abbreviations

100Base-T.....cccovevververrennenns 100 Mbps Ethernet network with RJ-45 plug

AST o Alarming, Scheduling, Trending

BACHEL .ccvcvireeecee Building Automation and Control Network

CEA-709.....ccovviiiiis Protocol standard for LONWORKS networks

CEA-852 ..., Protocol standard for tunneling CEA-709 packets over IP
channels

CNo Control Network

CN/IP i Control Network over IP

CN/IP Channel ........ccccceee Logic IP channel that tunnels CEA-709 packets according to
CEA-852

CN/IP packet.........cccuvenenne. IP packet that tunnels one or multiple CEA-709 packet(s)

COV oo Change-Of-Value

CSV.ii e Comma-Separated Values

DHCP....ooiviieiee Dynamic Host Configuration Protocol, RFC 2131, RFC 2132

DNS ..o, Domain Name Server, RFC 1034

DST oo Daylight Saving Time

GMT .o Greenwich Mean Time

IP e Internet Protocol

LINX-10X....ccoviiiiiieiieinnns Synonym for LINX-100 and LINX-101 Automation Server

LINX-20X ..., Synonym for LINX-200 and LINX-201 Automation Server

MAC ..o Media Access Control

MS/TP .o Master/Slave Token Passing (this is a BACnet data link layer)

NAT L Network Address Translation, see Internet RFC 1631

NV e Network Variable

SNVT o Standard Network Variable Type

SSLuii Secure Socket Layer

XML, eXtensible Markup Language
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1 Introduction

1.1 Overview

LWEB-802 and LWEB-803 are graphical user interfaces to operate and monitor building
automation systems. They can both display the same graphical project as shown in Figure 1
and Figure 2. LWEB-803 is an application that, which is installed on a Windows PC.
LWEB-802 is a web application which, runs in a web browser. Therefore, LWEB-802 is

platform independent and can also be executed on Android and iOS devices.
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Figure 1: Air handling unit schematics in LWEB-803
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Figure 2: Air handling unit schematics in LWEB-802 using Google Chrome

Both LWEB-802 and LWEB-803 use the standardized OPC XML-DA Web service to
communicate with remote LOYTEC devices. For a list of supported devices, refer to
Chapter 8. The use of Web services allows an easy handling and a smooth communication
via the intranet or internet — even across firewalls.

The graphical design of the LWEB-802/803 user interface consists of pages, which can
simply be created by using the L-VIS/L-WEB Configurator software without any expertise
in HTML, Java, etc. Dynamic information is shown in the form of numeric values, text,
changing icons, bar graphs, analog meters, trend logs, alarm and event lists, or schedule
controls.

Common Features:

o Displays customized graphic pages with dynamic content from LOYTEC devices

e Uses Web services (OPC XML-DA) for communication

o  Allows links between distributed graphical projects

o Design of graphical projects with the L-VIS Configuration Tool

e Supports different graphical resolutions

e Gives access to automation functions such as Alarming, Scheduling, and Trending
(AST™)

LWEB-802 Features:

e Runs in the following web browsers: Google Chrome (recommended), Firefox, Internet
Explorer 11, Microsoft Edge, Android web browser 4.x and later, iOS web browser

LWEB-803 Features:
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o Display pages in Standard, Design, Frameless, or Kiosk View

e Runs on Windows 7 SP1, Windows 8, Windows 10, Windows Server 2008 R2,
Windows Server 2012.

e Presence detection: LWEB-803 can be used like an occupancy sensor. As long as there
is activity on the PC, LWEB-803 can send out updates on a data point.

1.2 Scope

This document covers the LWEB-802 and LWEB-803 Visualization. It also gives an
overview on how to use the L-INX/L-GATE Configurator to create the configuration for a
LOYTEC device and the L-VIS/L-WEB Configurator to create an LWEB-802/803 project.
A detailed description of LOYTEC devices can be found in [2], a detailed description of the
L-VIS/L-WEB Configurator can be found in [1]. The LWEB-900 Server is covered in [3].

Version 3.6
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2 What’s New in LWEB-802/803

2.1 New in LWEB-802/803 3.6.0

This section describes the major changes and new features. For a full list of changes, refer
to the Readme file.

Note:

All new features require L-VIS/L-WEB Configurator version 7.2.0

New Control: Pie Chart

A new type of control was added to generate a pie or donut chart from a number of
connected data points. Please refer to the L-VIS User Manual [1] for details.

%
471%1!!!’
41%
9342m*
225,32m?
37%
84 38m3

Figure 3: Pie chart

Stacked and Side-By-Side Bar Charts

The bar control was extended to support new display modes, like stacked or side-by-side
bars from a number of connected data points, bars with a fixed base of zero, growing up or
down depending on the displayed value, as well as bars filled with multiple colors or color
gradients based on a color mapping table connected to the data point. Please review the L-
VIS User Manual [1] regarding bar controls to learn more about these new features.
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13 05 05 14

Figure 4: Side-by-side bars

3m?

Figure 5: Stacked bars

Auto Line Break

Controls producing text output, like number, date, or text controls, can use a new line break
feature to automatically insert additional line breaks as needed to make the content fit the
control.

Color Gradient Mapping

Color map objects provide a new gradient mode. In this mode, the given input values are
mapped to intermediate colors, calculated from two adjacent colors in the color table
instead of mapping to the exact color assigned to the interval corresponding to the input
value. This can be used to create smooth color transitions without the need to define a lot of
color entries. Please refer to the L-VIS User Manual [1] for details.

New Option for Pop-Up Action

Pop-Up actions connected to controls provide a new option to close, when their parent
control is hidden. This is useful to automatically close nested popups when their parent
popup is closed, or the parent control becomes invisible due to other reasons.

Action “Show page” can open external web pages

A link to an external web page can be configured in the “Show page” action. LWEB-802

opens this web page in a new tab/window, LWEB-803 shows the page in the default web
browser.
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General Common Properties Editor Mapping DataPoint Color Action

Execute Action

Show page ¥ on |touch ~
Execute once B 3| times, waiting | 100 | ms after each time
Options
Value |any ™| 0 Buzzer: 1000 Hz Volume adjustment
PopUp  Original Position 000 | me 0| d8
Link http:/fwww.loytec.com Select...

Figure 6: Link to external web page

Disable Autoscale in LWEB-803

A new option has been added to the LWEB-803 project settings to disable Autoscale. Refer
to Section 6.5 for details.

2.2 New in LWEB-802/803 3.4.0

This section describes the major changes and new features. For a full list of changes, refer
to the Readme file.

Note:

All new features require L-VIS/L-WEB Configurator version 7.0.0

Improved Trend Control

LWEB-802/803 3.4.0 adds new features and enhancements to trend controls. Curves can be
shifted left and right on the time axis and stacked on top of each other. The area between the
curve and its baseline can be filled, display of individual curves can be enabled and disabled
during run time, and the trend cursor shows state texts for binary and multistate trends
instead of just the numeric value. A new display mode for the time axis provides two lines
of labels with automatic selection of label type (year, month, day, or time) and localized
date formatting. Please refer to the L-VIS User Manual [1] for details.

40—
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30",
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20

15+

10 ++—+—1r—"—r——TT-——T—T—T———T———
15:18 15:19 15:19 15:20 15:20 1521 15:21 15:22 15:22 15:23
Jul 11 N

Improved Alarm List

Alarm list controls provide new colors for active acknowledged alarms, and alarms that are
no longer active but pending acknowledgement. Using the value from a connected analog
data point, the entries of the alarm list can be filtered by reporting alarm server, or alarm log
data point. Also, actions connected to the control can now use touch and release triggers,
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usually together with a value condition. These actions can be used to switch to a certain
page when the user touches a certain alarm list entry, play a sound, or do other things.
Please refer to the L-VIS User Manual [1] for details.

Localized Controls

Localized display of dates and values is now available consistently across all different types
of controls. Labels of trend graphs, bars, knobs, or analog meters respect the current locale.
Scheduler and alarm list controls, which only provided a limited number of predefined date
formats so far, are now able to display date and time according to the current locale.

2.3 New in LWEB-802/803 3.2.0

This section describes the major changes and new features. For a full list of changes, refer
to the Readme file.

Support multi-language projects

LWEB-802/803 3.2.0 supports projects designed for multiple languages. The locale can be
switched at run time via a system register. Please refer to the L-VIS User Manual [1] to get
started with this new feature.

Debug messages

The functionality of the datapoint context menu was extended and has become the debug
context menu. It shows detailed information about controls as well as data points (see
Figure 7 and Figure 8). In addition, recording of debug messages in the system log can be
enabled (Whitelist) or disabled (Blacklist) for the control or data point.

Show menu

Controls (6)

Datapoints (6)

Figure 7: Debug Context Menu
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X OPC Datapoint

ID 10x000032ec

Path LWEB-900 Server.OPC-LWEB.Seg02.Lights1.HmilWe
b

Name luxLevelFb

Direction  |value

DataType |double

Value 0
Status uncertain
Timestamp |-

ServiceType [default

ItemPath  |Projects.L Campus.Network.Devices.L.-STUDIO.Roo
m Control. LROC.02.BG37_BG3502.Datapoints.Use
r Registers.Seg02.Lights1.HmilWeb

ItemName  [luxLevelFb

Source LWEB-900 Server
http://bms.office.loytec.com:8080

Subscription|-

Error Network error: timeout

Usage 2 °
Whitelist hd

Figure 8: Data Point Details

A configuration dialog was added to the system log (see Figure 9). It specifies which debug
messages to record. Refer to Section 5.9 for details.

X Log Config + v

Basics

Log all debug messages »
Sections

D Communication
D Data Log

D Datapoints

D Devices

D Project

D User Interface

D App-Internal

D Controls

D Actions

Figure 9: System log configuration

Support LWEB-900 multi-site feature

LWEB-802/803 3.2.0 supports the Multi-Site feature of LWEB-900 3.0. Please refer to the
LWEB-900 User Manual [3] for details.

Version 3.6 LOYTEC electronics GmbH
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Trending

A number of improvements have been made to the trend control:
e  Stop trend lines at offline values
o Implement relative time labels

Various improvements

The selection of the default page in the project settings has been improved. The drop-down
list now shows the page hierarchy.

Action for polygons are triggered only when clicking/touching in the actual polygon area
instead of the whole control area.

To toggle between zoom level 1x and previous zoom level, use CTRL+0 or double click on
the page background.

2.4 New in LWEB-802/803 3.0.0

This section describes the major changes and new features. For a full list of changes, refer
to the Readme file.

New user interface based on material design

The user interface of LWEB-802/803 has been reworked and is now based on the material
design guidelines.

Optional error notifications
LWEB-802/803 can display error notifications at the bottom of the screen if a write

operation to a data point fails or if a device does not respond any more. The following
screen shot shows an example. The details of the error are available in the system log.

Version 3.6
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Segment - Info

HVAC A

Room ID

Tenant ID

3 Room Temperature

-} Setpoint 25°

£¥ Air Condition

WEATHER
o Outside Air Temp. 13.8°C

Sunblind A

[] o00%
)

Light

# llluminance

Q Lamp Feedback
OPC Write result had 1 errors

Figure 10: Error Notification Example

Error notification can be enabled in the project settings. It is disabled per default.

X Project settings o

Name: 192.168.20.21 - quick_start.lweb2
Graphical View: quick_start.lweb?2

File Name: quick_startlweb2

File Date: Thu Apr 26 2018 11:15:32

File Size: 14649 bytes

Page 1 (current) -

Lock project settings
Context menu for data points

Enable error notifications @

Mute sound

Figure 11: Enable Error Notification
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Trend control improvements
A number of improvements have been made to the trend control:
o Display units and multi-state labels in trend cursor
e The trend cursor needs to be activated first with a single click before interaction
with the cursor is possible. This change simplifies scrolling a page containing a
large trend control.
e  Fix for trend cursor for trend controls in popups

Operating system support

Minimum supported Windows Server version is now 2008 R2.

2.5 New in LWEB-802/803 2.5.0

This section describes the major changes and new features. For a full list of changes, refer
to the Readme file.

Note: All new features require L-VIS/L-WEB Configurator version 6.2.0
Localized date and number controls
LWEB-802/803 version 2.5.0 adds support for localized display of date, time, and numbers.
A desired locale, consisting of a language, a region, possibly a preferred script, and a
calendar system can be set in the project settings of the L-VIS/L-WEB Configurator and
changed later on during run time via a new system register. Depending on the selected
region, calendar systems other than Gregorian, like Hebrew, Islamic, Chinese, or Japanese
are available to display localized dates.
For number controls, the preferred number system can either be taken from the current
locale (default), or a specific number system can be set in the controls properties.
Please refer to the L-VIS User Manual [1] to get started with this new feature.
Extended date control
Apart from localization support, the date control was extended to add more features:

e Local updates: Incoming time stamps from a remote device are only used to
synchronize the date control with external time, while the date control itself is
updated independently of any data point updates.

e UTC time: This option displays the time stamp without adding the offset of the
local time zone before display.

e Analog clock: A new modern style is available for the analog clock.

Version 3.6 LOYTEC electronics GmbH
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Improved trend control

The trend control received some improvements, like auto-zoom for the Y-axis, different
line-width settings per curve, and solid grid lines.

Knob and Webcam controls

The knob control now supports a new mode of input, where the knob can only be turned
incrementally from its current position, to avoid sudden changes of the value. The webcam
control was improved to support the latest web browser versions.

Bidirectional data point references

Data point references on controls can now be marked bidirectional, in which case they are
used to receive incoming updates for display, as well as write out new values which were
entered via the control.

New system registers

Apart from the new system registers to display and set the current project locale, there are
new registers to read the current local time and UTC time from date/time structures instead
of a single timestamp value.

Statistics

The Statistics dialog displays communication statistics from all LOYTEC devices which
are currently used in the LWEB-802/803 project (see Figure 12). In LWEB-802/803
version 2.5.0 you can get detailed information about the subscriptions by clicking on the
info icon (see Figure 13).

Statistics
Name LINX151-BG37-KG1-
Heating
Type LINX-151
Status running
Traffic 319.7 kB
Requests 88

Subscribed 271

Figure 12: LWEB-802/803 Statistics
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Subscriptions

Handle: 100064 (271) y
Path Value State| Age

User Registers.HC_Floor.Controller. HVheatCurve.
outFBstgtus.outOut_sTemp (gen0x00018734) 25.37126 ok 1s
User Registe_rs,HC_FIﬂﬂr,ComroHer,HVhealCurve 20 ok 1s
outFBstatus.inMinSP (gen0x00018728)
User Registe_rs_HCﬁFIoor_ControHer_HVheatCurve. 35 ok 1s
outFBstatus.inMaxSP (gen0x00018726)
User Registe_rs_HC_FIoor_ControHer_HVheatCurve. 08 ok 1s
outFBstatus .inCurveSlopeFwd (gen0x00018720)
User Registers HC_Floor. Controller HVheatCurve. 3 ok 1s
outFBstatus.inCurveLevel (gen0x00018711)
User Registe_rs_H_C_FIoor.ControHer_HVheatCurve. 5 ok 1s
outFBstatus inBoilerOffset (gen0x0001871e)
User Registe_rs_HC_FIoor_ControHer_HVheatCurve. 12 ok 1s
outFBstatus inNightRed (gen0x0001872b)
User Registe_rs_HC_FIoor_ControHer_HVheatCurve. true ok 1s
outFBstatus.inNightFrostEnab (gen0x0001872a)
User Reglste_rs_HC__FIoor_ControHer_HVheatCurve. 12 ok 1s
outFBstatus .inOt1NightFrost (gen0x0001872c)
User Registers HC_Floor Controller HVheatCurve 5 ok 1s

.outFBstatus.inOt2NightFrost (gen0x0001872d)

Figure 13: LWEB-802/803 Subscriptions

2.6 New in LWEB-802/803 2.4.0

This section describes the major changes and new features. For a full list of changes refer to
the Readme file.

Note:

All new features require L-VIS/L-WEB Configurator version 6.1.

Rotating knob control

Figure 14: Rotating Knob Control

Show pop-up action

A new control to build rotating knobs was added. The following figure shows an example.

A new action type was added to easily build pop-up windows. Instead of placing a
collection on the page and controlling visibility via a trigger, the same folder can now be
moved below a pop-up action and visibility will be controlled by the action. In case the

Version 3.6
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action is connected to a control on the page, the pop-up can be auto-placed near the control
triggering the pop-up action.

Option to use client-side fonts

To reduce the size of LWEB-802/803 projects and speed up loading on the client, fonts may
now be marked as ‘Use installed font’. In this case, the original font data will no longer be
embedded in the project. Instead, meta-information is stored for the LWEB-802/803 client
to be able to find a suitable pre-installed font on the client machine. If the font is not
installed on the client PC or mobile device, the default font of the browser is used. This
feature is particularly effective for fonts with a large number of glyphs.

7 Font Manager o0
Name Type Size Cont  Propertfcs  Used Source
24pt-Kaiti SC-Requisr vector  2274KB  46546lyphs fullfont 0 Ti\marketing\Taols\Fonts\ChinesischKaiti_SC_Regular. ttf (28655 kB)
[ Add ][ Reload ][ Resize ][ New Size ][ Assign to Selected ] D‘SEE'EE”““ES'"E
Do not embed font source
[ replace || Reasson || Remove |[ Find.. || ShowTargetSize | [[7]Use installed font

Figure 15: Use Installed Font
Display Engineering Units

The text specifier for number controls can now contain the placeholder ${unit} which is
replaced by the engineering unit of the attached data point.

General | Common Properties | Mapping I Data Point I Color | Mumeric Control ‘

Text Screen Coordinates Bitmap
Value 1: %05, 1f s{unit} X 12 width 240 [C]Auto-Resize
v et
Options
Font Data Input Access Level
[lspt-DEJaVu Sans-Book V] Public
| User font, 6108 glyphs Rotation:
[ Open Font Manager. .. ] Mirror: [T]x [y Set as Default Select... Clear

Value 2: 045.6 dBuV

Value 3: 0x00EA

Figure 16: Display Engineering Units
Webcam control

A new control to display live video streams of web cams was added. Due to web browser
limitations only certain video stream formats are supported:

e LWEB-803, Google Chrome, Firefox, Android web browser, iOS web browser:
Support for MJPEG stream and single images.
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e Internet Explorer 10-11, Microsoft Edge: Support for single images only

2.7 New in LWEB-802/803 2.3.0

This section describes the major changes and new features. For a full list of changes refer to
the Readme file.

Operating system support
LWEB-803 supports Windows 10 and LWEB-802 supports Microsoft Edge browser.
Localization

LWEB-802/803 is now available in the following Languages:

e English
e German
e French

e  Chinese Traditional
e  Chinese Simplified
e Japanese

The language can be changed in the global settings dialog. The new setting takes effect after
reloading the application (CTRL+r).

Sound support

LWEB-802/803 now supports playback of sounds and buzzer actions. The sound can be
muted in the project settings (see section 5.6).

Support automatic scaling of project

LWEB-802 can scale the graphical view automatically to the display size. This feature can
be enabled in the project settings (see section 5.6).

Automatic check for new project version

LWEB-802/803 can automatically check if a new version of the project is available. This
check is performed once every hour. If a new version is detected, it is reloaded
automatically. This feature can be enabled in the project settings (see section 5.6).
Scheduler control improvements

A number of improvements have been made to the scheduler control:

e The use interface to configure presets, events, and calendar patterns has been
improved.

e The short and long press behaviour on free areas of the scheduler control now
matches the behavior of the L-VIS device.

e The ISO and US date flags are now taken into account when editing events.
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Alarm list control

If a “on value update” action is attached to an alarm list control, the action is now triggered

only if a new alarm occurs and not if the state of an existing alarm changes.

Math objects as input data points

LWEB-802/803 now supports math objects in all places where input data points can be
used, including cascaded math objects. This saves on internal registers for calculation
results and keeps the project simple, because the formula is located at the exact place where
its result is being used. It is no longer necessary to locate the math object, identify the
register used for the calculation result and searching for the place where this register is

finally used as input.

Wrap around in push button mode

LWEB-802/803 now supports the hew wrap around option for bitmap controls:

| General | Comman Properties I Mapping | Data Point | Color | Text [ Bitmap / Drawing |

Drawing Push Button Mode
3D Outline /| Enable Push-Button Mode Atlast value:
Filed Send current value {no value change) Stop
Line Width | 1 @) Select and send next value Change direction
Select and send previous value '@ Wrap around
Corner Radius | 0
Web Content
‘Web Browser Mode (URL, <body=, or <html=) Disable web browser context menu
Automatically fit web contents to frame size

Figure 17: Wrap Around Option

Improve load time

To improve the load time of graphical views, an application cache and a project cache have

been implemented. The parsing of the project file has been improved.

Protect kiosk mode with PIN code

Entering and leaving kiosk mode can be protected with a PIN code (see section 6.7).

Data point context menu

For devices with no mouse input, the data point context menu can now be opened using a

long press.

2.8 New in LWEB-802/803 2.2.0

This section describes the major changes and new features. For a full list of changes refer to

the Readme file.

Lock position

A new option to lock the position of the main window was added to the display options of
LWEB-803. This feature is useful to prevent accidentally moving the LWEB-803 window.
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Show Log...

About...
Exit

v Design View Ctrl-D
Frameless View Ctrl-F
Kiosk Mode Ctrl-Enter
Stay On Top Ctrl-T
v Lock Position Ctrl-P
Zoom 1x Ctrl-1
Zoom1.5x Ctrl-2
Zoom 2 Cirl-3 Show
Zoom 2.5x Cirl-4 Hide
Fit Screen Alt-Enter Display Options...

L-WEB Project...
Project List...

Global Settings...

Start Autostart Projects...

Figure 18: Lock Position

Select graphical view from LWEB-900 project

LWEB-803 can display graphical views from an LWEB-900 server. The dialog to select the
graphical view was improved to shows the tree structure of the LWEB-900 project.

‘ Q Graphical Views

@ VE

Weather
2015-02-24T08:48:03+01:00 - 9346 bytes

& BG35
© HC
© sB
SO ve

AHU BG35

61

11

14

2015-02-20T17:33:36+01:00 - 1671707 bytes

GarageFanBG35Dashboard

2015-03-06T17:56:30+01:00 - 495563 bytes

(> QL

€ NE

@ EN

© sA

) Floorplan
) BG37

Heating System LOYTEC

2015-01-27T09:51:43+01:00 - 13897 bytes

e Home

Figure 19: Select LWEB-900 Graphical View

Math objects as input data points

1

1

18

18

49

L-Vis math objects can now be used in all places where input data points can be used,
including cascaded math objects. This saves on internal registers for calculation results and
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keeps the project simple, because the formula is located at the exact place where its result is
being used. It is no longer necessary to locate the math object, identify the register used for
the calculation result and searching for the place where this register is finally used as input.
Supported Operation Systems and Web Browsers

Support for Windows Server 2003 and Internet Explorer 9 was discontinued.

2.9 New in LWEB-802/803 2.1.0

This section describes the major changes and new features. For a full list of changes refer to
the Readme file.

System menu
The system menu gives access to the LWEB-802/803 settings and statistics (see Figure 20).

This menu can be opened by clicking on the last entry in the navigation menu. Refer to
section 5.5 for details.

System
Project list
Global settings
Project settings
Edit connection
Statistics

Show log

Figure 20: LWEB-802/803 System Menu

View data point details

This new feature needs to be enabled in the project settings (see Figure 21). To view data
point details, click with your right mouse button on a control. A context menu is displayed
listing the attached data points (see Figure 22). Select the name of the data point for which
you want to inspect the properties as shown in Figure 23.
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Keypad

o Project settings

Name: bms office loytec.com:8443 - LCampus/GraphicalViewProject/34
Graphical View: LCampus/GraphicalViewProject/34

File Name: undefined

File Date: Fri Sep 07 2012 11:00:16

File Size: 9330 bytes

Default page
Weather (current) (V]

Lock project settings

Context menu for data points

Occupancy timeout (minutes, 0 to disable)
0

OK Cancel

Figure 21: Enable Context Menu for Data Points

, N
B LWEB-503: Room 202 Lo ) [

Room 202

Show menu

nvoHCroomTemp

13 lluminance

(@ Automatic Bl o~

&~ Manual o6 # | ©

< Pravious
L )

Figure 22: Graphical View Context Menu

(:) nvoHCroomTemp
DataType double
Value 23.81
Timestamp ~ [2014-11-18T12:20:57.045
Quality lgood
EU Type lanalog
EU Units °C
Description
High EU 327
Low EU -273
Identification VIEBG350202HCRCTO0GENOQSET00
Key VALOO

Full Path LINX151-0G2.CEA709 Port.Datapoints.
RI2.HC.nvoHGroomTemp

Datapoint
Trend charts
Source LWEB-800 Server
Ihttps:/foms.office.loytec.com:8443

Figure 23: Data Point Properties

The L-VIS/L-WEB Configurator allows defining button size and system colors (see Figure
24). The new LWEB-802/803 version uses those settings when displaying a keypad.
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Project Settings @
Basic Settings Ekbended Settings | Display I Connectivity I Modbus I Mail Account I Info |
System Flags System Calors
Lock pages in setup menu Background
Hide setup menu
Disable touch gestures Container .
[T 1gnore data point value state
[ create separate data points for readwrite Buttons
Enable deploy to LROC device o
[|Enable all settings Highlight
System Settings Shadow .
Device Name
Labels .
Time Source
Text
Update Scheduler Config:
Keypad Button Size: 12 X 10 mm
Enable automatic Time Zone and DST for:
{UTC) Dublin, Edinburgh, Lisbon, London

Figure 24: Project Settings in L-VIS/L-WEB Configurator

2.10 New in LWEB-802/803 2.0.0

This section describes the major changes and new features. For a full list of changes refer to
the Readme file.

LWEB-803 replaces LWEB-800
LWEB-803 has been developed as a desktop version of the LWEB-802 web application and
is based on the same source code. This has the advantage that the behavior of both versions

of the visualizations is identical and new features can be implemented faster.

Currently not all LWEB-800 features are supported in LWEB-802/803. The following
features are not yet supported:

e Data log control
e Sound support
e  Scheduler control: Only the extended Ul mode is supported.
Show trend buttons after click in trend control
If the navigation buttons of a trend control are disabled in the L-VIS Configurator (see

Figure 25), the buttons will be displayed only after clicking into the control (see Figure 26
and Figure 27) and the cursor is active.

| General | Common Propegties | Mapping I Data Point I Color | Trend Control
bg

Value Axis Graph Flags Time Axis
Range 1: 0 - W0 @ TmeSpan 30 [d__v]/Page
Range 2: 0]- 0 - History Buffer 0 Pages
Flags Secondary Scale Draw Grid ShiftInterval 500 ms (minimum)
3 ik vrs
Scale Labels ki Flags Tick Marks
Enable Cursor
Scale Labels
Value Options [T] Enable v-Scaling [7] Absolute Time
- Preserve Data
Interpolation: |MNone == Time Format ~ %6H:26M
Value Label: Line Width: 1 px Date Format  %m/%d

Figure 25: Disable Trend Control Buttons
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Fill Level [%]

Figure 26: Trend Control without Buttons

Fill Level [%]

Figure 27: Navigation Buttons appear when clicking into Trend Control

Frameless view

In addition to standard view and design view, LWEB-803 now supports also frameless
view. In frameless view no title bar is displayed. In contrast to design view, the background
is not made transparent.

Support mouse and touch events at the same time

Some presentation PCs support user input both via mouse and via touch screen. Previous
versions ignored touch events if a mouse was present. The current LWEB-802/803 responds
to both types of events.

Random function in math objects

LWEB-802/803 supports the new random function “rand()” in math objects.

2.11 New in LWEB-802 1.5.0

This section describes the major changes and new features. For a full list of changes refer to
the Readme file.

Analog meter control
LWEB-802 now supports the analog meter control. This control displays a numeric value

by a needle moving over a scale, similar to the way a traditional moving-coil ammeter
works. Refer to L-VIS User Manual [1] for details.
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Figure 28: Analog Meter Control

Access specific LWEB-802 version

The latest version of the LWEB-802 web application can be accessed using the following
URL:

http://www.loytec.com/lweb802/

If you want to access a specific version of the LWEB-802 web application, add the version
number to the end of the URL. In this way you can fix the LWEB-802 version after you
have tested your project. For example, to access version 1.4.0, use the following URL.:

http://www.loytec.com/1lweb802/1.4.0/

True Color Support for MNG Images

Animated MNG images are now displayed in true color instead of with the VGA palette.
This feature requires that your LWEB-800/802 project has been saved with the latest
version of the L-VIS Configurator.

2.12 New in

LWEB-800 1.9.0 and LWEB-802 1.4.0

This section describes the major changes and new features. For a full list of changes refer to
the Readme file.

Trend graph improvements:
A number of improvements have been made to the trend control:
e  Support a secondary y-axis
e Dynamic scaling of y-axis
e  Support limit lines: It is now possible to display the current value of a data point in
the trend chart. For the current value of the data point a horizontal line is drawn
across the entire graph. This feature can be used to add limit lines to the trend
graph.
e  Support configuration of line width for trend curves

o Display data point labels in trend log cursor

e  Support scaling of trend data
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e Improve trend zooming: If cursor is active, zoom relative to current cursor position
else relative to center.

e  Support linear interpolation for trend log charts

Figure 29 shows an example of a trend log control. On the primary y-axis the room
temperature (red) and the temperature setpoint (yellow) are displayed. The heating valve
(green) is displayed on the secondary y-axis. Linear interpolation is used to display the
room temperature; no interpolation is used for the temperature setpoint and the heating
valve. A limit line (white) is displayed at 17°C.

Living Room

g
[al=tEla]

Figure 29: Trend Log Example

IE10 support

LWEB-802 now supports Internet Explorer 10.

Windows 8 support

LWEB-800 now supports Windows 8.

Improve zoom functionality for mobile devices

In LWEB-802 the zoom functionality has been reworked for mobile devices: The zoom
operation no longer affects the size of system menus. Zoom and scroll operations no longer
interfere with touch events on controls.

MNG support

LWEB-800 supports animated MNG (Multiple Image Network Graphics) images already
for some time. Now LWEB-802 can also display animated MNG images. In LWEB-802
MNG images are rendered using the VGA palette instead of true color.

Vector fonts

LWEB-802 supports vector fonts since version 1.3.0. Now LWEB-800 can also display
vector fonts.

Occupancy Detection

The occupancy detection of LWEB-800 can now be enabled/disabled for each LWEB-
800/802 project separately. Refer to section 7.2 for details.
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3 Quick-Start Guide

This Chapter gives step-by-step instructions on how to configure a LOYTEC device and
how to use LWEB-802 as well as LWEB-803 by means of a simple example project.

3.1 Overview

o L-INX Configurator

e L-VIS/L-WEB
Configurator

OPCTags

© LweB-802 Visualization
© LwEB-803 Visualization

LWEB-802/803 Project ‘ I
Data Point Configuration

LWEB-802/803 Project

> :

= Data Point Updates

S —

LINX-100/LINX-101
LINX-200/LINX-201

LWEB-802 Web Application

LOYTEC Web Server
www.loytec.com

Figure 30: LWEB-802/803 Configuration Steps

Before an LWEB-802/803 project can be designed the following actions have to be
performed:

o Install the LOYTEC device and configure the IP address. Refer to the LOYTEC
Device User Manual [2].
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o Install the L-INX/L-GATE Configurator from the setup.exe. This file can be
downloaded from www.loytec.com. Refer to the LOYTEC Device User Manual

2.

e Install the L-VIS/L-WEB Configurator from the setup.exe. This file can be
downloaded from www.loytec.com. Refer to L-VIS User Manual [1]

Figure 30 shows an overview of the basic configuration steps of the quick-start guide:

1) Start L-INX/L-GATE Configurator and create the data point configuration. This step
defines the OPC tags which represent data points in the CEA-709 or BACnet network.
The OPC tags can be read or written from the LWEB-802/803 application.

2) Start the L-VIS/L-WEB Configurator out of the L-INX/L-GATE Configurator and
create graphical user pages. These pages contain graphical representations of the OPC
tags created in step 1.

3) Download the data point configuration and the LWEB-802/803 project to the LOYTEC
device.

4) Start LWEB-802 in a web browser and display the LWEB-802/803 project.

5) Download the LWEB-803 application from the LOYTEC homepage and install it. Start
LWEB-803 and display the same LWEB-802/803 project as in LWEB-802

These basic configuration steps will be described in the next sections by means of a simple
example project.

3.2 Data Point Configuration
This quick start tutorial will create a user register and a trend log:
User Register

Select the User Registers folder in the tree view, then right click in the data point view and
select New Datapoint...

® " Create New Register = E e

Datapoint Mame | reg_1

Register Mame

Type |Analog |Z|
[=]

Engineering unit

Direction
| Create Value (R/AW) Datapoint
Create Read Datapoint

Create Write Datapoint

Optional

| Create as Parameter

| Creats Register |[ Close ]

Figure 31: Create new Register

Press the Create Register button to generate the data point reg_1.
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Trend Log

Select the Trend folder in the tree view, then right click in the data point view and select
New Trend.... Fill out the dialog box as shown in Figure 32. To attach a data point to the
trend log, press the Add... button and select the reg 1 register which was created
previously.

Create New Trend Object [
Properties

Common Properties

Logged Datapoints Add... H Remove ][ Replace... ]

Name |1Ier|d71

Datapoint COV delta Type

Descripti test trend log
escripbon | User Registers.reg 1 0.0 Value lz‘

Fil Mode |Ring Buffer i

[ClExternal trend storage

Log Size {1000 items (16.63kB)
Days : Hours Minute: : Seconds
Loglength | O P 40

Log Interval |10 sec

Log Size

[ Align interval to the minute

Offsetby [0 sec

Fill Level Motification

Trend Enable / Disable Datapoint

Remove

[ Create ] I Cancel

Figure 32: Create New Trend Object

3.3 Graphical Design

The next step is to create an LWEB-802/803 project and to design two simple test pages:
The first page will contain a number control to change the reg_1 data point and a trend
control which displays the register. The second page will contain a browser control to
display the LOYTEC web site.

Create a new LWEB-802/803 Project
Change to the L-WEB Projects tab and click on the Add New... button. Make sure that the

file type is set to Iweb2. Enter a name for the project and click on the Create and Design
Graphics button (see Figure 33). The L-VIS/L-WEB Configurator opens in a new window.
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File

[Untitled®] - LINX-151 AD, 192.168.20.21 (Web Service, Secure) - LOVTEC LINX Configurator - LINX-151
I

Model View Firmware Settings

Connectid®$ Tools Help

D5 E| @ ¢ me

Connected Device LINX-151 AD, 192.168.20.21 (Web Service, Secure)

B 8ate HEEE:

Status  Unconfigured

o= = |

| Datapaints | Parameters | Local Connections | Global Connections | Connection Overview | Statistics | LogiCAD Files | L10B | L-WEE Projects | web Interface |
L-WEB Projects on PC

L-WEB Project Name

In LINX Project

On Device

Edit
Remove

Copy To...

T Create New L-WEB Project

L-WEB Project RAM Size (Project) File For...

Import / Export

=

Project Name:  quick_start

[ Create and Design Graphics ] [ Create
Export...

Remove

L-INX Device

Upload
Remove
File Format

Convert to lweb

Convert to lweb2

Figure 33: Create new LWEB-802/803 Project

Project Settings

The size of the LWEB-802/803 Visualization display can be changed in the menu File 2>
Project Settings... on the Display tab as shown in Figure 34.

-~
Project Settings ﬂ
Basic Settings | Extended Settings ‘ Display ‘Connecnwty I Modbus I Mail Account I Info |
Display Properties LCD Backlight
Display Resolution S X 600 pixel [ Bright
QUGA SVGA wxea | [sxca
Normal
Display Color Mode Black & White
(71 256 Color (VGA) Dim
(7) RGB Images, VGA Controls OFF
(@ True Color {32-hit ARGB)
Editor Properties
Grid Size 10 ¥ 10 px
Grid Offsetx 0
Grid OffestY 0
w 4

Figure 34: Project Settings, Display Tab

The communication parameters can be changed on the Connectivity tab as shown in
Figure 35. For projects with many data points it is recommended to increase the Pollcycle.
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Project Settings @
Basic Settings | Extended Settings I Displary | Cannectivity |Modbus I Mail Account I Info |
Remote Display Access Data Point Update
Enable YNC Server Use dynamic palling

[T Use delayed response (OPC XML-DA)
Server Port (def. 5900) | 5200

Mumber of connections | 1 OPCPolicyde 1 sec
Nai 20

Password Wait Time | 30 sec
Hold Time | 100 msec

Auto-Convert to LWEB-800/802
Automatically save LWEB project
Host: | localhost
Port: | 80
Remote Data Access (FTF)
Download together with L-Vis project
User Name | data Use Iweb2 file format

Password | rmdacc

Figure 35: Project Setting, Connectivity Tab

Create menu item and pages

The empty project shows the root menu with no entries (menu items). First, add a menu
item to the root menu. To do this, right click on the root menu object in the tree view and
select Add Item from the context menu. A new menu item is created and connected to the
menu object. Next, add a page to the menu item. This page will be displayed when the user
selects the menu item from the root menu. Open the context menu of the menu item (right
click on the item in the tree view) and select Add Page.

In order to see Page 1 of Menu Item 1 right after the device starts, make this page the
projects default page. Open the context menu of Page 1 in the tree view and select Set as
Default. Add a second page to Menu Item 1. The tree view should now look like shown in
Figure 36.

-] Root Menu
-8 Menultem 1
~.[§ Pagel (Public)

Figure 36: Tree view after creating menu item with pages

Create page navigation

To be able to navigate from Page 1 to Page 2, we add a bitmap control and attach a Next
page action. Right-click on the Page 1 object in the tree view and choose Add Bitmap
from the context menu. On the Common Properties tab (see Figure 37), press the Select...
button and choose an appropriate bitmap from the LOYTEC icon library (C:\Program
Files\LOYTEC\L-Vis Configuration\Icon Library\Grafix\lcons).
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General | Common Properties | Mapping | Data Point | Color | Text /Bitmap / Drawing |

Text

Screen Coordinates Bitmap

Left 2 Width 32 Auto-Resize

Top 2 Height 32 Resize Now I I
Options *
Fant

Data Input Access Level
Public

32_a_right_sf e
Rotaten: |

32%32 px, 1kB
Mirror: [T]x [Ty [Setas Default l

06x08-ROM-Fixed-R

[ Open Font Manager... l

[Select... J [ Clear

Figure 37: Common properties tab of a bitmap control

To attach an action to the bitmap control, select Add Action from the controls context

menu in the tree view. On the Action tab, select the Next page action as shown in
Figure 38.

| General I Common Properties I Mapping I Data Point | Color | Action |

Execute Action

’Nextpage v] on ’touch v]

’Execute once V]

3| times, waiting 100 ms after each time

Options

Value |any 0

’D LOYTEC
www.loytec.com
Sound buzzer at | 1000 | Hz for | 1000 #ms

Link

Absolute <-=Relative

Figure 38: Action tab

To be able to navigate from Page 2 back to Page 1, add a bitmap control to Page 2 with the
action Prev page. The tree view should now look like shown in Figure 39.

=-=] Reoot Menu

EIJEI Menu Itermn 1
=B Pagel (Public)
N[y Bitmap 1

BT Bitrnap 1
.48 Prev page
----- 1 Global Objects

----- (1 Templates

Figure 39: Tree view after creating page navigation

Create number control

The next step is placing a number control on Page 1 to be able to change the value of
reg_1. To create the number controls, right-click on the page object in the tree view and
choose Add Control = Number from the context menu. To connect the reg_1 data point
to the number control, select Add Data Point... from the controls context menu. A dialog
will appear which is used to manage and select data points. Select the folder User Registers
Version 3.6
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from the tree view at the left of the dialog. Select reg_1 and press Select. To be able to
change the value of the data point it is necessary to change the direction from input to
output. Therefore, activate the checkbox Reverse direction as shown in Figure 40.

| General I Common Properties I Mapping | Data Point |Color I Mumeric Control |

Value Translation Setting: [OFF v] Data Point Value Data Point Update Flags
Custom Translation Default o = ED Upcll-ate
. Constant Val () Focus Loss
DP =(MV+ 0 1=( 1 /1 1+ 0 (] onstant faue @ Immediate
Persistent
i System Startup

Details ] -

Name: req 1 NV Timing [ value Changes Only
Paint:  localhost-80,User Registers.reg_1 Mingend 0 ms [C] Mo Tvalid Updates
Type: OPC output = [ Map Invalid to Default
Descr: MaxSend Uls Reverse Direction
Units: nfa PolTi a

Index: 0 jin} 1045  (OPC Paint) oflme | 98

Figure 40: Reverse direction of a data point

Create trend control

To create the trend controls, right-click on the page object in the tree view and choose Add
Control & Trend from the context menu. To connect a data point to the trend control,
select Add Data Point... from the controls context menu. A dialog will appear which is
used to manage and select data points. Select the folder Trend from the tree view at the left
of the dialog. There should be one element trend_1 and a plus symbol in front of it. Click
on the plus symbol to show the data points attached to the trend control. Select reg_1 and
press Select.

== Root Menu
EI@ Menu fterm 1
|_:_||__"| Page 1 (Public)
EI’E&:: Trend 1
E % reg_1_Read (trend_1)

=-[1 Page2 (Public)
é--}? Bitrap 1
.48 Prevpage
..... | Global Objects

----- (1 Templates

Figure 41: Tree view after creating number control and trend control

Now position the controls on your page so that they do not overlap each other. Grab and
drag them with the mouse. To resize the controls with the mouse, move the pointer to the
lower right corner of the controls area in which the value is displayed: Disregarding any
decorations around the value area, like the scale of the trend control. Then grab the control
at the lower right corner of the container area.

Your preview window should now look similar to Figure 42.
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Figure 42: Preview of first page

Create browser control

Now we will add a browser control to the second page. A browser control is a special form
of a text control. To create a browser control, right-click on the page object in the tree view
and choose Add Control - Text from the context menu. Enter www.loytec.com in the
Text input field on the Common Properties tab. Deselect Auto-Resize and resize the
control so that it uses the space below the Prev page button. On the Text/Bitmap/Drawing
tab select the Web Browser Mode (URL, <body>, or <html>).

Your preview window should now look similar to Figure 43.

Figure 43: Preview of second page
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Close the L-VIS/L-WEB Configurator tool and select Yes in the displayed dialog to update
the design with the current project.

3.4 Download Configuration
Back to the L-INX/L-GATE Configurator, the L-WEB Projects tab looks as shown in

Figure 44. The LWEB-802/803 project quick_start is stored in the L-INX project but not
yet downloaded to the device.

L-WEB Project Name I In LINX Project On Device L-WEB Project RAM Siz... File For...
Ves, 23.06.2014 14:00 (... Device not connectsd | 171,67 kB Iweb2

Figure 44: LWEB-802/803 Project tab with quick_start project not on device

To download the data point configuration and the LWEB-802/803 project we first need to
connect to the device. For this example we will connect as shown in Figure 45.

2 e H | E |mEm > EEH 8 ED Pt
Connected Device Mot Connec Conneckiodevice

Figure 45: Connect to LOYTEC device

Download the data point configuration as shown in Figure 46.

@ [Unbenannt®] - testl, 192.168.20.53 - LOYTEC LINX Configurator - LIN)(*].m

File Model View Firmware Settings Connection Tools Help

EEE| & |ms =il O | Bl HE) OO N BEE
Connected Device  test1, 192.168.20.53 Download Configuration

Figure 46: Download data point configuration

Per default the Download Configuration button also downloads the LWEB-802/803
project. If you have set up your L-INX/L-GATE Configurator to download LWEB-802/803
project separately, press the Download button as shown in Figure 47.

L-WEB Projects on PC
Add New...
Edit
Remove
Copy Ta...

Download

Import / Export
Import...

Export...

Remove
L-INX Device
Upload

Detect Projects on Device

Remave

File Format

Convert to lweb

Convert to web2

Figure 47: Download LWEB-802/803 project
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The L-WEB Projects tab now looks as shown in Figure 48.

L-WEB Project Name ] In LINX Project On Device L-WEB Project RAM S... File For...
Ves, 23.06.2014 14:03 (1... Ves, 23.06.2014 14:03 (1... 101.67 kB Iweb2

Figure 48: LWEB-802/803 project tab with quick_start project on device

3.5 Start LWEB-802 Visualization

To start the LWEB-802/803 project in a web browser, go to go to the L-WEB page on the
LOYTEC device and click on the LWEB-802 icon beside the project (see Figure 49).

DLOYTEC

LINX-151
Logge: s

Install the LOYTEC LWEB-800 Visualization software on your PC

a n
2014-06-23 13:20:47
Available L-WEB projects
Device Info Hame Last modified Size (Bytes)
Data
03 zZs
quick_start.lweb2 23.06.2014 13:03:05 13990 \\“'ﬂ

Config
Statistics

L-WEB

| Open project in web browser (LWEB-802) ]

B Project List
Config

networks under control

Figure 49: Start LWEB-802 from device web Ul

To start the LWEB-802/803 project in the web broser (LWEB-802) you need access to the
LOYTEC web server. If you do not have internet access, you can copy the LWEB-802 web
application to your local network (refer to section 5.2).

The first page of the project is shown in Figure 50. If you change the value of reg_1_ Write,
the trend control will be updated.

Figure 51 shows the second page of the project. In the quick start demo project we used the
LOYTEC website as an example for the browser control. However, the browser control is
mainly intended to integrate web cams into an LWEB-802/803 project.
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ﬂ LWEB: quick_start

C | [ wwwloytec.com/lweb802/?project=quick_startlweb2&address=192.168.20.21&port=57| B =

Figure 50: Quick Start Project, First Page

LWEB: quick_start

=]
® LOYTEC buildings under control™

| Uber LOYTEC Aktuell Produkte Losungen Support Vertrieb MyLOYTEC

LOYTEC Express

C | [ www.loytec.com/Iweb802/?project=quick_startlweb2&address=192.168.20.21&port=¢77| § =

1

Figure 51: Quick Start Project, Second Page
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3.6 Install and Start LWEB-803 Visualization

The LWEB-803 software can be downloaded from the LOYTEC Web site
http://www.loytec.com. To install the LWEB-803 software on your PC, run the setup
program and follow the instructions of the installation wizard.

After installing the software you have to add your LWEB-802/803 project to the project list.
Click on the entry New project... to open the New Connection dialog (see Figure 52). In
the drop-down box Location select Device. Enter the IP address and port of your device.
The default password for LOYTEC devices is ‘operator’. The operator password can be
changed on the Web Ul of the device as shown in Figure 53.

B LweB-803: New Connection [P

Quick Start

Device -
192.168.20.21 80 -
Use secure connection ]
Remember password L ]
quick_start.lweb2 =
Start with Windows ]

Figure 52: LWEB-803 Visualization, New project
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‘DLOYTEC

LINX-151
Logged in as

Enter the desired password for the Administrator and Guest accounts. The Administrator has

- admin o full access to the device, whereas a Guest can only view the status information but not change
2013-10-30 18:31:53 the configuration. In order to clear a password leave the password field empty.
Account mE‘
Device Info
New password:
Data Retype password:
Config
Change password

networks under control

Figure 53: Change “operator” password
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4 Network Infrastructure

Figure 54 shows a typical network infrastructure in a building. The LWEB-802/803
Visualization software is installed on the office PCs and used for room control. The office
PCs access the office IP network. The LOYTEC devices and the LWEB-900 server reside
in the building management network. In order that LWEB-802/803 can access the devices

on the building management network, a router is required.

Office PCs and mobile devices running
LWEB-802/803 Visualization

{l

fal
1L
!

b

Office Network

Router, Firewall

Building Management Network

l

Bulding Management PC
running LWEB-900 Server

Figure 54: Typical Network Infrastructure

The LWEB-802 web application can be loaded from different locations (LOYTEC
Homepage, LOYTEC device, LWEB-900 server). If HTTPS is used to load the LWEB-802
web application, all the following communication needs to use HTTPS also: The project has
to be loaded using HTTPS and the OPC XML-DA communication needs to use HTTPS.
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5 LWEB-802

5.1 Start LWEB-802

The current version of the LWEB-802 web application can be accessed using the following
URL:

http://www.loytec.com/lweb802/

If you want to access a specific version of the LWEB-802 web application, add the version
number to the URL. In this way you can fix the LWEB-802 version after you have tested
your project. For example, to access version 2.6.1, use the following URL.:

http://www.loytec.com/lweb802/2.6.1/

LWEB-802 displays a list of available LWEB-802/803 projects. When starting LWEB-802
for the first time this list is empty. Projects can be added by clicking on New projects (see
section 5.3)

Alternatively, an LWEB-802/803 project can be started directly from the Web Ul of a
device as shown in Figure 55.

DLOYTEC

LINX-151
Logged in as
admin
2014-06-23 13:20:47

Install the LOYTEC LWEB-800 Visualization software on your PC
Available L-VWEB projecis

Device Info
Data

Name Last modified Size (Bytes)

iy

| Open project in web browser (LWEB-802) ]

uick_start lweb2 23.06.2014 13:03:05
Config e

Statistics
L-WEB

B Project List
u LWE Config
B ACL Configuration

networks under control

LH1OB

Figure 55: Start LWEB-802 from device web Ul

LWEB-802 is an HTML5 application. Therefore, Java Script needs to be enabled in the
web browser. LWEB-802 uses web services (OPC XML-DA) to exchange real-time data
with LOYTEC device. Per default port 80 is used.
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5.2 LWEB-802 without Internet Access

If no Internet access is available, the LWEB-802 web application has to be hosted by a local
web server. Some LOYTEC devices (refer to Chapter 8) can act as local web server:

Pre-installed LWEB-802 application on LOYTEC device

On the device Web Ul go to L-WEB - LWEB-802 Config and select Pre-installed on
device as LWEB-802 Location.

LWEE-302 Location: Pre-installed on device v
/lweb302_prel
Save Reload

Figure 56: Pre-installed LWEB-802

You can access the preinstalled version of LWEB-802 using the following URL:
http://<device ip address>/lweb802 pre/
User-installed LWEB-802 application on LOYTEC device

Go to the LOYTEC homepage (www.loytec.com) and select Support = Download. Select
the LWEB-802 product and download the application zip archive.

On the device Web Ul go to L-WEB - LWEB-802 Config and select User-installed as
LWEB-802 Location. Press on the Browse button to select the LWEB-802 zip archive
(see Figure 57).

You can access the user-installed version of LWEB-802 using the following URL:

http://<device ip address>/lweb802 /
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== =
/ (L) LINX-150-80000012C580 - % (L) LOVTEC elsctronics - Do
« C | [} 192.168.20.21/webui/lweb/lweb802 hy @ @ =
LINX-151
Logged —
adml‘lr: = O LWEB-802 Location User-installed
Rt Al LWED 302 ZIP Archive: | Datei auswahlen | Keine ausgewahit
c
Device Info A P W R WO -
G Open ==
Data —
— @uv\ _ v Computer + New Volume () » tmp + [ ¢ || Search tmp )
Config Organize » New folder == 1 @
Statistics 't Favorites | MName
B Desktop | L4 LwEB-802-2 2.2ip
L-WEB & Downloads
m Project Lis! | Recent Places E
m L WEB-802
m ACL Config
4 Libraries
L-I0B
PLEIEE | % Computer
& o5
Reset =5 HP_RECOVERY (I3)
Contact (o SYSTEM (E)
= OS(GA [ ST — '
Logout File name: LWES.802.2 2:p .

Figure 57: Transfer LWEB-802 application to LOYTEC device

5.3 Project List

The project list is a convenient way to access LWEB-802/803 projects (see Figure 58).

( e

e N
Loytec LWEB-802 X ¥

<« C | ® www.loytec.com/lweb802/#lwebProjects  ¥r | @

My projects
Heating
project=HVhcPlant001.lweb2 dev'\ce:192.168.20.21{b
Quick Start
project=quick_start.lweb2 device=192.168.20.21

Figure 58: LWEB-802/803 project list

The project list offers the following functionality:

e Display project: Click on the name of an LWEB-802/803 project in the list to
start the project.
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e Add new project: Click on the plus icon to add a new project, The New
Connection dialog is opened (see Figure 59).

o Edit project: To edit an existing project, click on the edit icon beside the name.
The edit dialog allows changing the connection settings or deleting the project.

e Global settings: The global application settings are available via the menu icon in
the tool bar. For detailed information about the global settings refer to section 5.4.

B New Connection

Quick Start

x

\

S P =

& C | @ Not secure | www.loytec.com/lweb802/.. vr| B

X New Connection v o

192.168.20.21

80

Use secure connection

........

Remember password

quick_start.lweb2

Figure 59: LWEB-802 new/edit connection

5.4 Global Settings

Global settings contain all settings which apply to all LWEB-802/803

X Global settings e

Show error tooltips

use project settings

English

About

LWEB-802 3.0.0 (Thu Apr 26 2018 12:22:35)

Art. No. 70016622
Copyright © 2017

LOYTEC electronics GmbH

www.loytec.com

Figure 60: LWEB-802/803 global settings

The Global settings dialog as shown in Figure 60 contains the following settings:
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Show error tooltips: If this checkbox is set a tooltip is displayed showing the
OPC error when hovering over a grayed-out control. See also section 5.7.

Value refresh rate: This setting defines how often data point values are updated in
LWEB-802. The default setting is use project settings.

Language: This drop down box allows changing the display language. The new
setting takes effect after reloading the application (CTRL+r).

5.5 Navigation Menu and System Menu

The navigation menu is opened by one of the following actions in the main window:

Left click and hold: The left click and hold operation opens the navigation menu
after the time configured in the L-VIS/L-WEB Configurator. Please note that for
correct operation, the left click and hold action should be executed on a free spot
on the display. If the area of an input control is clicked, the control enters input
mode and all further input is processed by the control.

Right click: A right click has the same effect as a left click and hold operation. It is
not available on touch displays.

Figure 61 shows an example of the LWEB-802/803 navigation menu.

Room 301

Room 302
Room 303
Room 304
Room 305
Room 306
Room 307
Room 308

System

Figure 61: LWEB-802/803 navigation menu

The navigation menu displays the menu items which were defined in the L-VIS/L-WEB
configurator and the “System” entry to open the LWEB02/803 system menu shown in
Figure 62.
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System

= Projektliste
Globale Einstellungen
Projekteinstellungen

Verbindung bearbeiten

Leg anzeigen

e
7/
O
@ statistik
®©
D

Reload

Figure 62: LWEB-802/803 System Menu

The system menu give access to the following LWEB-802/803 functionality:

= Project list: Refer to section 5.3.
a Global settings: Refer to section5.4.
N
7 Project settings: Refer to section 5.6.
O gt connection: Eci -
Edit connection: Edit the connection parameters.

o Statistics: Refer to section 5.8.
® Show log: Refer to section 5.9.

C‘ Refresh values: This icon is displayed only if manual only is selected as
update method in the global settings. Clicking on this icon performs a manual
refresh of the data point values.

(:) Reload LWEB-802/803 application and project

5.6 Project Settings

This dialog contains all project specific settings.
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< Project settings v

Name: bms.office.loytec.com:8080 - LCampus/Room
Control/Graphical
Views/BG35/02/System_BG37_BG3502_MobileSeg02
Graphical View: LCampus/Room Control/Graphical
Views/BG35/02/System_BG37_BG3502_MaobileSeg02
File Name: LCampus/GraphicalViewProject/32750
File Date: Sun Jan 27 2019 16:20:29

Page 1 (current) v
Lock project settings ]
Enable debug context menu -
Enable error notifications )

0

Mute sound )

Automatically check for new project aP
version

Automatic v

Figure 63: LWEB-802/803 project settings

Default page: If the LWEB-802/803 project file contains multiple pages the
default page which is displayed when starting LWEB-802/803 Visualization can be
selected from this drop-down list.

Lock project settings: If this checkbox is enabled, LWEB-802/803 will request a
PIN code before opening the project settings dialog. In addition no menu entries
will be displayed in the navigation menu. This feature can be used for example to
setup a project with multiple pages where each page controls an office room. The
default page for each user is set to the room in which he is located and then the
menu is disabled. This way each user can control only the own room.

The PIN codes can be configured in the L-VIS/L-WEB Configurator using the
menu File = Project Settings (see Figure 64). Press the Button Setup Pin
Codes... to open the Access Codes Dialog and set the PIN code for Level 15 (see
Figure 65).
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Project Settings x|

Basic Settings | Extended Settings I Display I Connectivity I Mail Account I

—Page Protection —Sound

Setup PIMN Codes... | o v Enable Input Sound

™ Mext download sets PIN codes W' Enable Tauch Sound

Lock open pages after | 240 s Lows pitch 1000 | Hz
Go ko default page after 0 s High pitch 2000 Hz
—Timeout ¥alues———————— [~ OEM Bitmaps

Leave edit mode after l? H Bbout Page Seleck. .. I
Popup menu after l_l 5 |
Hide menu after IT 5 Code Page Select. .. I
Hide selection after I—S s I
Dim backlight after I—Z min Setup Menu Select, .. I
Backlight OFF after IT min |

Setup System Strings... |

0ok I Abbrechen | Ubernehmenl Hilfe |

Figure 64: L-VIS/L-WEB Configurator, Project Settings

Level PIM Code Marne
Level 0 I Fublic
Level 1 I i} ILeveI 1
Level 2 I i} I Level 2
Level 3 I 1) I Level 3
Level 4 | 0 | Level 4
Level 5 | 0 | Level 5
Level & I 0 I Level &
Level 7 I 0 I Level 7
Level & I i} I Level &
Level @ I i} I Level @
level1n | 0 |Level 10
levelll | 0 |Level 11
levellz | 0 |Level 12
level1s | 0 [Level 13
level14 | 0 |Level 14
level1s | 1234 | [Level1s
PIN Cades are 4-digit numbers between 0001 and 9999, Mate that
each PIN code automatically grants access to all lower levels,
Lewvel O cannot be protected (public access), level 15 is the highest
access level, PIN codes For unused levels should be set to 0000,
Cancel |

Figure 65: L-VIS/L-WEB Configurator, Access Codes

Enable debug context menu: If this checkbox is enabled, you can click with your
right mouse button on a control to view details. On devices without mouse input, a
long press can be used on passive controls. A context menu is displayed listing the
controls and attached data points (see Figure 66). Select the name of the control or
data point for which you want to inspect the properties as shown in Figure 67.
Recording of debug messages in the system log can be enabled (Whitelist) or
disabled (Blacklist) for the control or data point (see Section 5.9).
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Show menu

Controls (6)

Datapoints (6)

Figure 66: Debug Context Menu

X OPC Datapoint

ID 10x000032ec

Path LWEB-900 Server.OPC-LWEB.Seg02.Lights1.HmiLWe
b

Name luxLevelFb

Direction  |value

DataType |double

Value 0
Status uncertain
Timestamp |-

ServiceType |default

ItemPath Projects.LCampus.Network.Devices.L-STUDIO.Roo
m Control. LROC.02.BG37_BG3502.Datapoints.Use
r Registers.Seg02.Lights1.HmilWeb

ItemName  [luxLevelFb

Source LWEB-900 Server
http://bms.office.loytec.com:8080

Subscription|-

Error Network error: timeout
Usage 2 °
Whitelist v

Figure 67: Data Point Details

Enable error notifications: LWEB-802/803 can display error notifications at the bottom
of the screen if a write operation to a data point fails or if a device does not respond any
more. The following screen shot shows an example. The details of the error are available in

the system log.
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Segment - Info

Room ID

L)
Tenant ID
HVAC A

3 Room Temperature

-} Setpoint 25°

£¥ Air Condition

WEATHER
o Outside Air Temp.

Sunblind A

[] o00% ~ 0.0° Normal

BEE @~ A Vv v

Light A
# llluminance

Q Lamp Feedback

OPC Write result had 1 errors

Figure 68: Error Notification Example

Occupancy timeout: Refer to section 6.4 for details.
Mute sound: This option allows disabling sound output for the project.

Automatically check for new project version: If this option is enabled,
LWEB-802/803 automatically checks in the background if a new version of the
project is available. This check is done once every hour. If a new version is
detected, it is reloaded automatically

Autoscale: This option is only available in LWEB-802. The user can always
change the zoom level manually using pinch-zoom or CTRL + mouse wheel. The
autoscale operation is performed for each project load, orientation change, or
resize event. The drop down box contains the following settings:

o None: No autoscale is performed and the zoom level is persistent.

o Fit in Window: The graphical view is scaled to completely fit into the
browser window.

o Cover Window: The graphical view is scaled to fit either the width or the
height of the browser window so that the whole browser window is
covered.

o Fit Width: The graphical view is scaled to fit the width of the browser
window.
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o Fit Height: The graphical view is scaled to fit the height of the browser
window.

5.7 Error Handling

If a control does not receive data from the LOYTEC device the control will be grayed out.
If tooltips for error messages are enabled the OPC error message will be displayed when
hovering over the control as shown in Figure 69.

[#&] LWEB-803: Room 202
{ Room 202

HVYAC

§ Room Temperature

={ setpoint wC| + | —

$¥ Air Condition
[#] Manual Occ.
& Fan

Louver

o
[ore I
Stage 1

70°

Mode HVAC_COOL

Heat Valve

ast usable value

AC Inlet/Outlet  — 20.0°C/ 2400

Figure 69: Tooltip to report error

Furthermore, error notifications can be enabled in the project settings. In this case, a
message is displayed at the bottom of the screen if a write operation to a data point fails or
if a device does not respond any more.

5.8 Statistics

The Statistics dialog displays communication statistics from all LOYTEC devices which
are currently used in the LWEB-802/803 project (see Figure 70). To get detailed
information about the subscriptions, click on the info icon (see Figure 71).

X Statistics

Name localhost-80
Type = LINX-151
Status running
Traffic 10.5 kB
Requests 12
subscribed 32 [ )

Figure 70: LWEB-802/803 Statistics
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< Subscriptions

v Handle: 100009

-  Handle: 100010

Path

Trend.trend_l.TotalCnt (opc2)

User Registers.reg_1 (gen0x00c00002)

Figure

71: LWEB-802/803 Subscriptions

5.9 System Log

The system log records all LWEB-802/803 activities. When reporting a LWEB-802/803
problem to LOYTEC, it is recommended to save the system log and attach it to the e-mail

describing the problem. This will

speed-up problem analysis.

< System log

o [2018-04-26 13:59:33.897 -
o [2018-04-26 13:59:33.897 -

@ 12018-04-26 13:59:34.195 -
09:18:43 2018

@ (2018-04-26 13:59:34.405 -
@ (2018-04-26 13:59:34.411 -
@ (2018-04-26 13:59:34.673 -
@ (2018-04-26 13:59:34.699 -
@ (2018-04-26 13:59:34.701 -

LWEB] LWEB-802 3.0.0 / 2018-04-26T12:22:35.152+0200
Iweb.UI] init()

device#192-168-20-21] found cached project from: Thu Apr 26

device#192-168-20-21] cached project cutdated - deleting
device#192-168-20-21] loadProject(quick_start.lweb?2)
project¥#quick_start.lweb?2] project successfully cached
dataMgr] project#quick_start.lweb2 - 1 device(s)

device#localhost-80] use address: http://192.168.20.21

Figure 72: LWEB-802/803 system log

The menu of the system log allows to configure, clear, and save the log. The configuration
dialog is displayed in Figure 73 and consists of the following areas:

e Log all debug messages

e Sections: Enable debug messages only for certain sections by activating the

corresponding checkbox.

e Item debug logging:

This list contains data points and controls for which
debugging is enabled (Whitelist) or disabled (Blacklist). If you know the ID of the
item, you can add it using the “plus” button in the menu else you can add items via
the debug context menu (refer to section 5.6).

Version 3.6 LOYTEC electronics GmbH



LWEB-802/803 User Manual

56

LOYTEC

X Log Config + v

Basics

O

O

O

O

Figure 73: System log configuration

Log all debug messages

Sections

Communication

Data Log

Datapoints

Devices

Project

User Interface

App-Internal

Controls

Actions
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6 LWEB-803

LWEB-803 is the desktop version of LWEB-802. It offers the following additional features:
e  System tray icon
e  Start automatically when Windows is started
e  Standard, Design, Frameless view

e Kiosk mode

6.1 Installation

The LWEB-803 software can be downloaded from the LOYTEC Web site
http://www.loytec.com. To install the LWEB-803 software on your PC, run the setup
program and follow the instructions of the installation wizard.

6.2 System Tray Icon

When LWEB-803 Visualization is running, a system tray icon is displayed. When
hovering the cursor over the icon, the project name is displayed.

LWEB-803: Quick Start

Figure 74: LWEB-803 System Tray Icon

Right clicking on the system tray icon brings up the LWEB-803 Visualization menu.

6.3 LWEB-803 Visualization Menu

To open the LWEB-803 Visualization menu, right-click on the system tray icon or on the
title bar of the LWEB-803 main window.
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Show
Hide
Display Options... 3
L-WEB Project... 3
Project List...
Global Settings...
Show Log...

Start Autostart Projects...
About...
Exit

Figure 75: Context menu of system try icon

The LWEB-803 Visualization menu is shown in Figure 75. The menu contains the

following entries:

e  Show: Show the LWEB-803 Visualization main window.

e Hide: Hide the LWEB-803 Visualization main window.

o Display Options: These options affect the display of the main window:

@)

@)

o

Design View: In design view the main window will be displayed without
a title bar and with a transparent background. See also section 6.6.

Frameless View: In frameless view the main window will be displayed
without a title bar. See also section 6.6.

Kiosk Mode [Ctri+Enter]: In kiosk mode, the user can only access the
LWEB-803 main window but not the Windows desktop or other
applications. When LWEB-803 is switched into kiosk mode, the main
window comes to the front and covers the whole screen. Shortcuts to
access other applications (e.g. Alt+Tab) are blocked. Use the key
combination Ctrl+Enter to leave kiosk mode. See section 6.7 for details.

Stay On Top: If the LWEB-803 main window is displayed, display it on
top of all other windows.

Lock Position: Do not allow to move the LWEB-803 main window.

Zoom: Select the zoom level of the main window.

e L-WEB Project:

o

Goto Default Page: In the Project Settings dialog, a default page can be
configured (see section 5.6). When Goto Default Page is selected, the
LWEB-803 main window will display the configured default page.

Reload Project: Reloads the current LWEB-802/803 project from the
LOYTEC device. Use this option after you have downloaded a new
project to the device.

Project Settings: Configure the LWEB-802/803 projects. Refer to
section 5.6 for a detailed description.

Statistics: Displays a window showing statistics for communication with
LOYTEC devices and LWEB-900 Server. Refer to section 5.8 for a
detailed description.

Edit Connections: Edit connection settings.

Create Desktop Shortcut: Create a shortcut on the desktop which will
start the LWEB-803 Visualization with the configured parameters.
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LWEB-803_
Quick Start

Figure 76: LWEB-803 Shortcut

o Start Project with Windows: If this option is selected, the LWEB-803
Visualization will start the selected project automatically when the PC is
started.

e Global Settings: Configure the LWEB-803 Visualization application. Refer to
section 5.4 for a detailed description.

e Show Log: Displays log messages (see section 5.9).

e Start Autostart Projects: Start all projects for which Start Project with
Windows is active

e About: Display LWEB-803 version
e Exit: Exit LWEB-803 Visualization.

6.4 Occupancy Detection

LWEB-803 has an internal system data point called PC Active. If enabled, this data point
is 1 as long as there is activity (mouse movement or key press) on the PC. PC Active
changes from 1 to O, if there has been no activity on the PC for longer than the time
configured in the LWEB-803 project settings (see Figure 77). If occupancy detection is
disabled the PC Active data point has the constant value 0. In LWEB-802 the system data
point PC Active is 1 as long as there is activity inside the browser window. LWEB-802
cannot detect activity outside the browser window.

X Project settings v

Name: Quick Start

Graphical View: quick_start.lweb2
File Name: quick_start.lweb2

File Date: Thu Apr 26 2018 11:15:32
File Size: 14649 bytes

Page 1 (current) -
Lock project settings 1
Context menu for data points )
Enable error notifications ]
Occupancy timeout (minutes, 0 to disable)

107 3

Figure 77: Occupancy Detection

6.5 Zoom Levels

The LWEB-803 Visualization main window can be resized by dragging the corners of the
window. If the Autoscale option in the project settings is set to Fit in Window, the project
automatically scales with the window size and the aspect ratio of the window is fixed. If the
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Autoscale option is set to None, the project can be scaled manually using CTRL+mouse
wheel and the view can be panned using SHIFT+drag.

Furthermore, the window can be resized using one of the different zoom levels in the

T . .
Display Options menu of the system tray context menu or by using the following
keyboard shortcuts:

Shortcut Description
ALT+ENTER Maximize LWEB-803
CRTL+1 Zoom level 1x
CRTL+2 Zoom level 1.5x
CRTL+3 Zoom level 2x
CRTL+4 Zoom level 2.5x
SHIFT+mouse wheel Change window size
CTRL+mouse wheel Change zoom level (only available if
Autoscale mode is None)
SHIFT+drag Pan view (only available if Autoscale
mode is None)
CTRL+0 or double click Toggle between zoom level 1x and
on page background previous zoom level

6.6 Standard View, Frameless View, and Design View

There are three display options: Standard View, Frameless View, and Design View. The
same project is shown with Standard View in Figure 78, with Frameless View in Figure 79,
and with Design View in Figure 80. In Frameless View no title bar is displayed. In Design
View no title bar is displayed and the background is transparent.

p
& LWEB-803; [ [ [

® Vanual  8&2lux

Figure 78: Standard View
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Figure 80: Design View

The display mode can be changed via the context menu of the LWEB-803 system tray icon
or by using the following keyboard shortcuts:

Shortcut Description
CRTL+D Toggle Design View on/off
CRTL+F Toggle Frameless View on/off

6.7 Kiosk Mode

In Kiosk Mode the user can only access the LWEB-803 main window but not the Windows
desktop or other applications. When LWEB-803 is switched into kiosk mode, the main
window comes to the front and covers the whole screen. Kiosk mode can be entered from
any zoom level. The part of the screen which is not covered by the project will be filled with
the page color.

In Kiosk mode the following shortcuts to access other applications are blocked:
e Alt+Tab, Shift+Alt+Tab
e Alt+Esc, Shift+Alt+Esc
o Ctrl+Esc
Use the key combination Ctrl+Enter to leave kiosk mode. To prevent unauthorized users

from leaving kiosk mode a PIN code can be configured. The PIN codes can be set in the
L-VIS/L-WEB Configurator using the menu File = Project Settings (see Figure 64). Press
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the Button Setup Pin Codes... to open the Access Codes Dialog and set the PIN code for
Level 15 (see Figure 65).

If LWEB-803 should start automatically in Kiosk Mode when the PC boots, select the
option Start Project with Windows and then activate the Kiosk Mode.
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7/ LWEB-802/803 Project Solutions

LWEB-802/803 projects are created using the L-VIS/L-WEB Configurator. A detailed
description of the L-VIS/L-WEB Configurator can be found in the L-VIS User Manual [1].
However there are a few solutions special to LWEB-802/803 which will be covered in this
chapter.

7.1 LWEB-802/803 Registers

It is possible to create LWEB-802/803 registers in the L-VIS/L-WEB Configurator (see
Figure 81). Those registers are local to the LWEB-802/803 instance. Each instance of
LWEB-802/803 will have its one value. This is different from a data point on a LOYTEC
device, where each LWEB-802/803 instance will see the same value. Local registers are
sometimes used to store information which is related to the user interface (e.g. the current
displayed page ID).

Datapoint Selection and N - -
[ Datapoint Configuration Local user register data points - L'\Web/Ret  Name Filter: - Tnclude subfolders ] [ New ]
E-{@ L Web - — -
System (46 Trems) No. Dir  Par & (B @ [ [#] Datapoint Name Object Name
Pl Register (2 Itams) | ] local_Wirite [remove
=@ 2-166-20-53-80% ] local_Read W
0 Trend (1Items)
& User Registers (2 Items)
-3 LOBP (18 Items) D s
i L statistics (18 Items)
Il System Registers (24 Ttems) <] = | e
CEATOS Port =
- Aarm (4 Ttems) Properties | Manage Datapaints | Manage Relations | Local Connections | Global Connections
& statistics (18 Items)
) Basic Properties )
2 Name Value
- CEAgS2 Port Advanced Properties
& Statistics (18 Items) All Properties Datapoint Description
Datapoint Name
2 Datapoint Path
Defauit Value sl
Direction In -
Parameter &l
Persistent s
Register Name: local
£ Register Type Double
[ b
oK

Figure 81: Local LWEB-802/803 register

It is also possible to create math objects in the L-VIS/L-WEB Configurator. Be aware, that
these math objects will be executed for each LWEB-802/803 instance. Therefore local math
objects should be used only together with local LWEB-802/803 registers. In all other cases,
create the math object on the LOYTEC device.
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7.2 Occupancy Detection

LWEB-803 has an internal system data point called PC Active. If enabled, this data point is
1 as long as there is activity (mouse movement or key press) on the PC. PC Active changes
from 1 to 0, if there has been no activity on the PC for longer than the time configured in the
LWEB-803 project settings (see Figure 82). If the state does not change, the PC Active
data point is updated once every minute with the same value. If occupancy detection is
disabled the PC Active data point has the constant value 0.

X Project settings v

Name: Quick Start

Graphical View: quick_start.lweb2
File Name: quick_start.lweb2

File Date: Thu Apr 26 2018 11:15:32
File Size: 14649 bytes

Page 1 (current) -

Lock project settings
Context menu for data points

Enable error notifications

Occupancy timeout (minutes, 0 to disable)

101 :

Figure 82: Configuration for LWEB-803 (In)Activity Detection

Figure 83 shows how the PC Activity system data point can be used to periodically update
a data point on the LOYTEC device as long as there is activity on the PC. The PC Active
data point and an output data point are attached to a data point connector. Deactivate the
ckeckbox “Value Changes Only” for both data points to receive periodic updates.

[ OFFLINE: Untitled = | B
File Edit Model Firmware Connection Format Tools View Help
DEE| B G- =@EHETA =
Status OFFLINE Usage |
_ Data Point - Global Objects / DP Connection1 / ExtOccupAS
=] Root Menu
-1 Global Objects | General | common Properties | Mapping | Data Paint | Color
| @ = DP Connection 1 Value Translation Setting: Data Paint Value Data Point Update Flags
&= PC Active Default 0 () No Update
o Custom Translation -
SR [ Constant Value © Foaus Loss
DP=(NV+ O )=( 1 /1 )+ 0 @
2 Templates [persistent @ Immediate
Details W Timing ESVISE"‘:E””D |
fame: ExtOccuphAd Dvauec‘:”gejonv
Point:  ExtOceupAt Minsend | 0 ms No Tnvalid Updates
Type: binary register write - [¥]Map Invalid to Default
Descr: oo MaxSend | 0 s [CReverse Direction
Units: oolean . |
Index: 256 ID: 1034 (Register) Polllime | 0 |s Bidectional
« 0 v
For Help, press FL X0v:0 Selected: 0, ;0 Y: 0W: 0 H:0 Menus: 1 Items: 0 Pages: 0

Figure 83: LWEB-803 project with activity detection
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7.3 Link to other LWEB-802/803 projects

The Show page action can be used to link to a different LWEB-802/803 project (see
Figure 84). Press the Select... button and enter the URL to an LWEB-802/803 project in
the following format;

Iweb://<IP Address>:<Port>/<LWEB-802/803 project file name>

| General I Common Properties | Mapping I Data Paint I Calor | Action |

Execute Action
[Shcw page '] on [boud1 ']
3| times, waiting 100  ms after each time
Options

Value |any 0 /D LOYTEC

www.loytec.com
Sound buzzer at | 1000 | Hz for | 1000 Kms
Link: Jweb:/flinx101-0g3/project.lweb?style=normal Absolute <->Relative
Page Link Iéj
Link Target

'@ External Link (Project URL)
URL of external project:  lweb: /flinx 101-0g3/project.lweb

UID of start page in external project (shown on General tab):

_ Internal Link (Object Path)
Path to target page:

_ Direct Link (Object UID)
UID of target page:

Options

[ Show target project in design view mode

Figure 84: Link to a different LWEB-802/803 project

7.4 Integrating Web-Cams

Live video streams can be integrated in an LWEB-802/803 project by using the web cam
control. Due to web browser limitations, only certain video stream formats are supported:

e |LWEB-803, Google Chrome, Firefox, Android web browser, iOS web browser:
Support for MIJPEG stream and single images.

e Internet Explorer 11, Microsoft Edge: Support for single images only

7.5 Accessing LOYTEC devices behind NAT Routers

If your LOYTEC devices are located behind a NAT router, you need to configure port
forwarding on your router. Each router will be slightly different, but the general approach is
similar:

1) From your local network, open the web Ul of the router by entering the IP address
in your web browser’s URL box.

2) Look for the port forwarding section and configure the following information:
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e Protocol: TCP
e External Port: Port used to access the LOYTEC device from external network
e |IP Address: IP address of your LOYTEC device
e Internal Port: HTTP port of your LOYTEC device (default: 80)

3) Check if you can access the web Ul of your LOYTEC device from the external
network using the IP address of the router and the external port configured in the

port forwarding (http://<IP address of router>:<external port>/)

Next you have to add the information of how to access the device from the external network
to your LWEB-802/803 project:

1) In the L-VIS Configurator open the data point dialog as shown in Figure 85 and
press on the OPC Server button.

LWEB-800, quick _start.lweb: L-Vis Configurationquick_start.lweb - Datapoint Selection and Management

{) Datapoirt Configuration Name Fiter - Include subfolders
E-fd L'Web
{8 System (46 ltems)

| [ Register (0 hems)
-5 19216812180

Remove

£ BACnet Port (1 tems) —
{ i Calendar (1 tems) l—p/

£-§3 LIOBP (18 hems) Devices
{0 Statistics (18 kems)

L5 System Registers (28 hems) —
£ CEATOS Port =
@ Mam (4 fems) -

| g Statisics (18 hems)

£-§ CEARS2 Port

H {0 Statistics (18 kems)
=@ LIOB (18 kems)

i L Statistics (18 fems)
- LIOB-FT (18 ems)

Properties | Manage Datapoints | Manage Relations

Close

Figure 85: Data Point Dialog

2) Inthe input field Public Address, enter the IP address or hostname of your router
and in the Public Port enter the external port which you configured in the port
forwarding (see Figure 86).

An alternative way to configure the IP address of the LOYTEC device is shown in
Figure 87. The value ‘localhost’ in the input field Local Address is a placeholder
which will be replaced by LWEB-802/803 with the IP address of the device from
which the project was loaded. This works only if the device from which the
project was loaded also contains the data points which are referenced by the
project. This is usually the case if you use only a single device in the LWEB-
802/803 project.
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X Manage OPC Devices EI@
= ) :

OPC Device Property Value

4 192-168-1-21-80 %

Name  192-168-1-21-80
Local Address  192.168.1.21
Local Pot 20
Local use HTTPS [
Fublic Pott 8021
Pubiic use HTTPS [
Operator Password -
Write Aggregation [ms] 100
Lower Limit to Min. Send [ms] 100
Corfig Status EI Nao source configured
LWEB Time  30.10.2013 12:59
Source Time
Source Path

Close

Figure 86: Manage OPC Device, Configure Public Address and Port

7| Manage OPC Devices EI@
= :

QPC Device | Property Value
4 192-168-1-21-80
MName  192-168-1-21-80
Local Pot 80
Localuss HTTPS  [C]
Public Address ~ N/A
Fublic Port  N/A
Publicuse HTTPS [
Operator Password =™
Write Aggregation [ms] 100
Lower Limit to Min. Send [ms] 100
Corfiig Status \;I No source configured
LWEB Time  30.10.2013 12:59
Source Time
Source Path

Close

Figure 87: Manage OPC Device, Configure ‘localhost’ as Local Address

3) Download the modified project to the device.

7.6 Reduce Number of OPC Data Points

Per default all data points created in the L-INX Configurator are exposed via OPC.
However, each LOYTEC device has a maximum number of supported OPC data points. If
you run into this limit, you can reduce the number of OPC data points by deactivation the
OPC checkbox for data points which you do not need to visualize. The following system
registers are used internally by LWEB-802/803 and the corresponding OPC checkbox must
not be removed (see Figure 88).
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e Serial Number/Device Serial

e Device Status

e Authentication Code

e Authentication Result

e TZ Offset
Datapoint Name No. { OPC ] Param PLC in PLC out Direction .;3“,7 [T} (=] @ Description -
System Temp 6 |:| |:| In System temperature in degrees Celsius
Application Vendor 7 |:| |:| In Application vendor ID =
Authentication Code 8 (=] [&] Qut OEM Product Authentication Request
Authentication Result 9 [Fl In '0OEM Product Authentication Result E
Serial Number 10 |:| In Serial number
MAC Address 11 [ [} In MAC address W
Firmware Version 12 D |:| In Firmware version
Device IP Address 1 [0 0 In TP address of the device
Device IP Port 14 [ E In 1P port for OPC XML-DA
TZ Offset 15 |:| In Timezone offset in seconds, positive east of .
Device Status 16 (=] In Device Status <
4 1 | 3

Figure 88: OPC Checkbox
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8 LOYTEC Devices

The following table lists all LOYTEC device supported by LWEB-802/803 and their
features.
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Device Max OPC Tags Store LWEB-802/803 Host LWEB-802
projects application (Web Server)
LINX-100/101 2000 Yes No
LINX-102/103 2000 Yes Yes
LINX-200/201 2000 Yes No
LINX-202/203 2000 Yes Yes
LINX-110/101 500 Yes No
LINX-112/103 2000 Yes Yes
LINX-210/211 500 Yes No
LINX-212/213 2000 Yes Yes
LINX-215 10000 Yes Yes
LINX-12x 10000 Yes Yes
LINX-22x 10000 Yes Yes
LINX-15x 10000 Yes Yes
LROC-10x 10000 Yes Yes
LROC-40x 10000 Yes Yes
LGATE-900 500 No No
LGATE-902 2000 Yes Yes
LGATE-95x 5000 Yes Yes
LVIS-3E100 No explicit limit! Yes? No
LVI1S-100-RE No explicit limit Yes? No
LVIS-ME200 No explicit limit! Yes? No
LVIS-3E11x No explicit limit! Yes? Yes
LVIS-ME21x No explicit limit! Yes? Yes
LVIS-3ME7 No explicit limit! Yes? Yes
LVIS-3ME12 No explicit limit! Yes? Yes
LVIS-3ME15 No explicit limit! Yes? Yes
LIOB-48x 300 Yes No
LIOB-58x 300 Yes No
LIOB-55x 100 No No
LIOB-AIRX 10000 Yes Yes
LDALI-3E10x-U 10000 Yes Yes
LDALI-ME20x-U 10000 Yes Yes

1) The number of OPC tags is defined by the L-VIS configuration

2) The L-VIS project can be automatically converted to an LWEB-802/803 project
and stored on the device. No additional LWEB-802/803 projects can be stored on

the device.
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9 Troubleshooting

9.1 Technical Support

LOYTEC offers free telephone and e-mail support for our LWEB-802 and LWEB-803
products. If none of the above descriptions solves your specific problem please contact us

at the following address:

LOYTEC electronics GmbH
Blumengasse 35

A-1170 Vienna

Austria / Europe

e-mail :  support@loytec.com
Web : http://www.loytec.com
tel : +43/1/4020805-100
fax : +43/1/4020805-99

or

LOYTEC Americas Inc.
N27 W23957 Paul Road

Suite 103

Pewaukee, W1 53072

USA

email : support@loytec-americas.com
web : http ://www.loytec-americas.com
tel : +1 (512) 402-5319

fax : +1 (262) 408 5238

or

Delta Electronics, Inc.
256 Yangguang Street, Neihu,Taipei 11491
Taiwan, R.O.C.

email : bas.sales@deltaww.com
tel : +886 (2) 8797 2088
fax : +886 (2) 2659 8735
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11 Revision History

Date Version Author Description

2008-08-22 1.0 AD Initial revision V1.0

2008-11-13 11 AD Moved description of LWEB-801 into a separate document
Updated manual for LWEB-800 release 1.1.0

2009-03-31 1.2 AD Updated manual for LWEB-800 release 1.2.0
Complete rework

2009-10-09 13 AD LWEB-801 Data Logger was renamed into LWEB-801 Server
Added section 5.2 about the window specific settings

2011-11-15 14 RB Windows mobile not supported anymore
Some minor adjustments according to comments

2012-06-27 1.8 AD Updates for LWEB-800 version 1.8.0 and LWEB-802 1.0.0

2012-07-18 18.1 AD Fixed error in device capability list in Chapter 8

2012-10-29 19 AD Update for LWEB-802 version 1.1.0: LWEB-802 now supports trend log
controls.

2013-02-22 1.10 AD Update for LWEB-802 version 1.2.0: LWEB-802 now supports scheduler
controls.

2013-05-31 111 AD Update for LWEB-802 version 1.3.0: LWEB-802 now supports alarm
controls.

2013-10-28 1.12 AD Update for LWEB-800 version 1.9.0
Update for LWEB-802 version 1.4.0

2014-02-26 1.13 AD Update for LWEB-802 version 1.5.0

2014-06-24 2.0 AD Initial version for LWEB-803 2.0

2014-11-21 21 AD Update for LWEB-802/803 version 2.1.0

2015-03-19 2.2 AD Update for LWEB-802/803 version 2.2.0

2016-02-24 2.3 AD Update for LWEB-802/803 version 2.3.0

2016-11-30 24 AD Update for LWEB-802/803 version 2.4.0

2017-08-23 25 AD Update for LWEB-802/803 version 2.5.0

2018-04-26 3.0 AD Update for LWEB-802/803 version 3.0.0

2019-03-25 3.2 AD Update for LWEB-802/803 version 3.2.0

2019-07-11 34 AD Update for LWEB-802/803 version 3.4.0

2020-04-07 3.6 AD Update for LWEB-802/803 version 3.6.0
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